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2 Mondex – the soul of finnish sauna

Mondex – the soul of  
finnish sauna
Mountain brooks, light summer nights, a calm lake, the scent 
of a birch copse and summer cottages. they are all part of 
the finnish soul landscape – just like the sauna. our very own 
sauna culture is part of the deepest essence of being finnish. 
Whether it is a stroll in the forest or a tough day at the office, 
a hot sauna bath will make you relaxed and refreshed. tak-
ing a sauna bath is a ritual-like act of cleaning the body and 
soul, something almost sacred for finnish people. there are 
many stories about saunas – and you’ll hear the best ones 
from Mondex. 

the history of Mondex started over 27 years ago. our first 
heaters were soapstone heaters providing a very smooth 
steam. they revolutionised the finnish market of electric 
sauna heaters. over the years, we have developed our com-
petence, invested every year more resources in the entire 
package and the development of the finnish sauna culture. 
We at Mondex are looking ahead and want to be a part of 
the developing, modern and finnish sauna also in the future!

it is important for all of us at Mondex to keep the degree 
of domestic origin of our products as high as possible. all 
our products are designed, manufactured and assembled 
in finland. the Key flag mark that our products bear is also 
an indication of this. Mondex was merged into a part of the 
Premec oy Group in early 2016. Premec’s know-how and 
modern factory, combined with the brand and competence 
of Mondex, guarantee that the manufacture of reliable heat-
ers of high quality will continue in the decades to come.
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4 tahKo M

this heater combines finnish high quality and 
inexpensive price. tahko M is a mechanically 
controlled floor-standing heater. You can vary 
the quality of steam from  gentle and humid to 
hotter by throwing water on the side or top of the 
heater.

the heater does not require a great deal of space, 
making it easy to install even in small saunas. 
the heater is available with many different power 
ratings, which means that there are models for 
larger saunas also.

select the colour to suit your sauna from two 
alternatives! 

TAHkO M

stainless steel Black

Plinth, tahko Protective rail, tahko Protective wall, tahkoembedding collar, tahko

COLOUR ALTERNATIvES 

ACCESSORIES

6.6 kW size of sauna

9.0 kW size of sauna

10.5 kW size of sauna

diameter 6.6 kW and 9.0 kW

diameter 10.5 kW

height 6.6 kW and 9.0 kW

height 10.5 kW

amount of stones 6.6 kW and 9.0 kW

amount of stones 10.5 kW

DIMENSIONS AND WEIGHTS

6–9 m3

8–15 m3

12–22 m3

32 cm

37 cm

85 cm

110 cm

approx. 80 kg

approx. 140 kg
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inexPensive heater of hiGh qualitY for everY sauna



6 tahKo e

Mondex tahko e is a floor-standing heater with 
several power rating alternatives. the intelligent 
and easy-to-use discrete controller heats up your 
sauna with good energy efficiency. When first put 
to use, the controller identifies your sauna and 
learns to maintain the temperature in an optimal 
manner.

You can vary the quality of steam from gentle and 
humid to hotter by throwing water on the side or 
top of the tahko e. the controller of tahko e can 
be placed in the sauna, dressing room or even 
in a light switch box. the small and unobtrusive 
temperature sensor measures the temperature 
on the bench-side wall. this ensures that the tem-
perature is just right when you sit down to enjoy 
the steam produced by the heater.

select the colour to suit your sauna from two 
alternatives!

TAHkO E

ACCESSORIES

Plinth, tahko Protective rail, tahko Protective wall, tahkoembedding collar, tahko

6.6 kW size of sauna

9.0 kW size of sauna

10.5 kW size of sauna

diameter 6.6 kW and 9.0 kW

diameter 10.5 kW

height 6.6 kW and 9.0 kW

height 10.5 kW

amount of stones 6.6 kW and 9.0 kW

amount of stones 10.5 kW

DIMENSIONS AND WEIGHTS

6–9 m3

8–15 m3

12–22 m3

32 cm

37 cm

85 cm

110 cm

approx. 80 kg

approx. 140 kg

stainless steel Black

COLOUR ALTERNATIvES 

the length of the control-
ler cable is 8 m. the length 
of the temperature sensor 
cable is 6 m. a 14 m long 
controller cable is also 
available.
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intelliGent and inexPensive floor-standinG heater
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versatile floor-standinG heater
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Mondex Kaira is a versatile floor-standing heater. 
the heater can be left standing free or embed-
ded into the benches without any accessories. 
When embedded, there is no visible gap between 
the bench and the heater- thanks to its unique 
construction. the required safety distance from 
the bench is then only 4 mm, and the installation 
opening has a diameter of 343 mm. the remov-
able top section of the heater also makes chang-
ing the stones easier.

When embedded, the heater has 60 kg of stones, 
and when free-standing, 100 kg.

When first put to use, the intelligent control elec-
tronics of Kaira identifies your sauna and learns to 
maintain the temperature in an optimal manner. 
the controller can be placed in the sauna, dressing 
room or even in a light switch box. the small and 
unobtrusive temperature sensor measures the 
temperature on the bench-side wall. that ensures 
that the temperature is just right when you sit 
down to enjoy the steam produced by the heater.

kAIRA E

ACCESSORIES

6–9 m3

8–15 m3

33.5 cm

34.3 cm

113 cm

60 kg

100 kg

DIMENSIONS AND WEIGHTS

6.6 kW size of sauna

9.0 kW size of sauna

heater diameter 6.6 kW and 9.0 kW

installation opening diameter 6.6 kW and 9.0 kW

height 6.6 kW and 9.0 kW

amount of stones when embedded

amount of stones when free-standing

Protective rail, Kaira

COLOUR ALTERNATIvES 

 the length of the con-
troller cable is 8 m. the 
length of the tempera-

ture sensor cable is 6 m. 
a 14 m long controller 
cable is also available.

stainless steel Black

stainless steel Black

Kaira fitted with fire protection pipes (supplied).

the removable fire protection mantles of Kaira 
also allow it to be installed in an open space.
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RAkkA M & E

rakka is a unique design heater. its patented con-
struction highlights the natural rough beauty of 
stone. there is no wire mesh in the heater – the 
water is thrown directly on the steam-generating 
surface.

the heater’s construction and massive amount 
of stones vaporise the water so that the steam is 
juicy, long and humid, just as with a wood-fired 
heater.

the heater is available with several different 
power ratings, making rakka suitable for both 
small and large saunas.

the intelligent and easy-to-use discrete controller 
heats up your sauna with good energy efficiency. 
When first put to use, the controller identifies 
your sauna and learns to maintain the tempera-
ture in an optimal manner.

You can also have this heater with conventional 
mechanical control.

raKKa

6.6 kW size of sauna

9.0 kW size of sauna

10.5 kW size of sauna

diameter 6.6 kW and 9.0 kW

diameter 10.5 kW

height

amount of stones 6.6 kW and 9.0 kW

amount of stones 10.5 kW

DIMENSIONS AND WEIGHTS

6–9 m3

8–15 m3

12–25 m3

40 cm

50 cm

110 cm

130 kg

200 kg

ACCESSORIES

embedding collar, rakka

Plinth, rakka Protective rail, rakka

 the length of the con-
troller cable is 8 m. the 
length of the tempera-

ture sensor cable is 6 m. 
a 14 m long controller 
cable is also available.
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BrinGs the oriGinal sPirit to Your sauna



MaKinG use of, otherWise, Wasted sPaCe

12 aura
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the length of the controller 
cable is 8 m. the length of the 
temperature sensor cable is 
6 m. a 14 m long controller 
cable is also available.

aura

AURA E

Mondex aura is a corner-installed heater which 
saves space in the sauna. the heater is installed 
on the wall in the corner of the sauna, making 
use of the floorspace that would, otherwise, be 
wasted. as it carries its weight on its own legs, 
the heater can be installed directly on a panel 
wall, for example. You can also embed aura into 
the bench structures to further increase the free 
bench space available.

aura is of a clear and modern design that is guar-
anteed to introduce a stylish impression to your 
sauna. the great quantity of 70 kg of stones in the 
heater provides versatile steam when you throw 
water onto the front side or top of the heater.

the intelligent and easy-to-use discrete controller 
heats up your sauna with good energy efficiency. 
When first put to use, the controller identifies 
your sauna and learns to maintain the tempera-
ture in an optimal manner.

select the colour to suit your sauna from two 
alternatives!

5–9 m3

8–15 m3

40.5 cm

31 cm

101 cm

70 kg

DIMENSIONS AND WEIGHTS

6.6 kW size of sauna

9.0 kW size of sauna

Width

depth

height 

amount of stones

ACCESSORIES

embedding collar, aura embedding collar, aura

stainless steel Black

COLOUR ALTERNATIvES 

Plinth, aura
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kALLA E

Kalla is a wall-mounted floor-standing heater that 
does not require much space. Kalla is a perfect 
choice for a small sauna, where you want to enjoy 
good steam and a beautiful design.

as Kalla requires no safety distance at the back 
and it carries its weight on its own legs, the heater 
can be installed directly onto a panel wall, for 
example. the Kalla heater can also be embedded 
into the bench structures by using the embedding 
collar.

When first put to use, the intelligent control elec-
tronics of Kalla identifies your sauna and learns to 
maintain the temperature in an optimal manner. 
the controller can be placed in the sauna, dressing 
room or even in a light switch box. the small and 
unobtrusive temperature sensor measures the 
temperature on the bench-side wall. that ensures 
that the temperature is just right when you sit 
down to enjoy the steam produced by the heater.

ACCESSORIES

6–9 m3

8–14 m3

35 cm

30.4 cm

103 cm

80 kg

DIMENSIONS AND WEIGHTS

6.6 kW size of sauna

9.0 kW size of sauna

Width

depth

height

amount of stones

embedding collar, Kalla embedding collar, Kalla

stainless steel Black

COLOUR ALTERNATIvES 

 the length of the controller cable is 
8 m. the length of the temperature 

sensor cable is 6 m. a 14 m long 
controller cable is also available.



floor-standinG heater for sMall sPaCes
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a raPidlY WarMinG Wall-Mounted heater

16 teno M & e
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TENO M TENO E

Mondex teno M is a well-established favourite and 
unparalleled wall-mounted heater! the stylish, per-
forated stainless steel mantle and 40 kg of stones 
provide versatile steam from head to toe for every 
sauna bather. furthermore, the heater warms up 
really quickly thanks to its unique resistors.

You can vary the quality of steam from gentle to 
more aggressive by throwing water onto the side 
or top of the heater.

the operating switches can be easily installed 
either on the right-hand or left-hand side.

6–9 m3

8–13 m3

42 cm

29 cm

63 cm

40 kg

DIMENSIONS AND WEIGHTS

6.6 kW size of sauna

9.0 kW size of sauna

Width

depth

height

amount of stones

Mondex teno e is a rapidly warming wall-mounted 
heater with discrete control the heater warms up 
quickly thanks to its unique spiral-shaped resis-
tors. for a wall-mounted heater, teno e has a 
large amount of stones, 40 kg, providing versatile 
steam from head to toe. You can vary the qual-
ity of steam from gentle to more aggressive by 
throwing water on the side or top of the heater.

thanks to its discrete electronic control unit, the 
heater can also be embedded into the bench 
structures so that it only requires minimal space. 
the floor is left free for easy cleaning.

stainless steel Black stainless steel Black

embedding collar, teno embedding collar, teno

teno e has a discrete controller which can be placed in the 
sauna, dressing room or even in a light switch box. the small 
and unobtrusive temperature sensor measures the tempera-
ture on the bench-side wall. that ensures that the tem-
perature is just right when you sit down to enjoy the steam 
produced by the heater.

Model e controller. the 
length of the controller cable 
is 8 m. the length of the 
temperature sensor cable is 
6 m. a 14 m long controller 
cable is also available.

ACCESSORIES

COLOUR ALTERNATIvES 
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kyMI M

5–7 m3

7–12 m3

37 cm

31 cm

55 cm

30 kg

DIMENSIONS AND WEIGHTS

6.0 kW size of sauna

8.0 kW size of sauna

Width

depth

height

amount of stones

stainless steel Black

Kymi is a modern wall-mounted heater whose 
visual appearance combines the traditional wall-
mounted heater style and modern design. Kymi 
provides both a new impression and versatile 
steam for your sauna. the perforated front mantle 
and 30 kg of stones allow versatile steam genera-
tion that will keep you warm from head to toe. 
You can vary the quality of steam from gentle to 
more aggressive by throwing water onto the front 
or top of the heater, in addition to which the per-
forated front mantle also keeps your legs warm.
 
the small safety distances mean that the heater 
can also be installed in small saunas.
 
the operating switches of the heater can be eas-
ily installed either on the right-hand or left-hand 
side.

COLOUR ALTERNATIvES 



Modern and versatile Wall-
Mounted heater

KYMi 19



Genuine and oriGinal soaPstone heater

20 ahti & uKKo
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AHTI M UkkO M

Mondex ahti, a heater combining steel and 
finnish bedrock: soapstone. this genuine and 
original soapstone heater provides humid and 
oxygen-rich steam, every time.

the stainless and rugged steel and plain and 
smooth soapstone bring a classic and timeless 
style to your sauna.

Mondex ukko is full of finnish bedrock, soap-
stone. the combination of rough and smooth 
soapstone surfaces brings the natural beauty of 
stone to your sauna. at the same time, the soap-
stone heater provides humid and oxygen-rich 
steam, every time.

ukko heaters are available with many different 
power ratings, also for larger saunas.

ahti ukko

ahti and ukko are wall-mounted floor-standing 
heaters. they can be mounted directly onto panel 
walls, for example, because no safety distances 
are required at the back. at the same time, these 
heaters save more space for the benches.

the conventional mechanical control of ahti 
and ukko heaters is easy to use. the operating 
switches can be either on the right-hand or left-
hand side.

ACCESSORIES

embedding collar, ahti/ukko Corner mounting bracket

DIMENSIONS AND WEIGHTS

6.0 kW size of sauna

8.0 kW size of sauna

10.5 kW (ukko) size of sauna

Width 6.0 kW and 8.0 kW

Width 10.5 kW (ukko)

depth 6.0 kW

depth 8.0 kW

depth 10.5 kW (ukko)

height 6.0 kW

height 8.0 kW

height 10.5 kW (ukko)

amount of stones 6.0 kW

amount of stones 8.0 kW

amount of stones 10.5 kW (ukko)

5–8 m3

7–10 m3

9–15 m3

42 cm

50 cm

25 cm

30 cm

35 cm

75 cm

85 cm

97 cm 

41 kg

55 kg

70 kg

Pair of legs



22 louhi & hiisi

LOUHI E HIISI E

Mondex louhi is the queen of enjoyable steam. 
the heater combines the rough surface of finnish 
soapstone and advanced technology. the whole 
length of the renowned soapstone heater heats 
up and provides humid and oxygen-rich steam 
every time.

Mondex is among the nobility of enjoyable steam. 
the heater combines the rough surface of finnish 
soapstone, stylish black granite and advanced 
technology. the whole length of the renowned 
soapstone heater heats up and provides humid 
and oxygen-rich steam every time.

louhi hiisi

led light set

DIMENSIONS AND WEIGHTS

6.6 kW size of sauna

9.0 kW size of sauna

Width

depth

height

amount of stones

5–9 m3

7–13 m3

42 cm

30 cm

86 cm

65 kg

louhi and hiisi are wall-mounted floor-standing 
heaters. they can be mounted directly on panel 
walls, for example, because no safety distances 
are required at the back. at the same time, these 
heaters save more space for the benches.

ACCESSORIES

embedding collar, ahti/ukko Corner mounting bracket

the discrete controller of the heater can be 
placed in the sauna, dressing room or even in a 
light switch box. the intelligent electronics heats 
up your sauna with good energy efficiency. When 
first put to use, the controller identifies your 
sauna and learns to maintain the temperature in 
an optimal manner. the small and unobtrusive 
temperature sensor measures the temperature 
on the bench-side wall. this ensures that the tem-
perature is just right when you sit down to enjoy 
the unforgettable steam produced by the heater.

the length of the controller 
cable is 8 m. the length of 
the temperature sensor cable 
is 6 m. a 14 m long controller 
cable is also available.

Pair of legs



aMonG the noBlesse of soaPstone heaters
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Wood-fired heater With aBundant steaM

24 KlaPi
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kLApI

8–16 m3

75 cm

46 cm

11.5 cm

70 kg

DIMENSIONS AND WEIGHTS

size of sauna

height

diameter

flue connection

amount of stones
Black

stainless steel

COLOUR ALTERNATIvES 

the handsome round design, 70 kg of stones and 
a perforated mantle guarantee that Mondex Klapi 
provides versatile steam for every taste. select the 
colour to suit your sauna from two alternatives!

thanks to its optimal size and small safety dis-
tances, the heater is also well suited for small 
family saunas.  Klapi is an environmentally 
friendly and safe choice.

the three-channel combustion technology used 
in the heater provides heat quickly, while paying 
attention to emissions.

the heater can be connected to the flue from the 
top or back. the unique mechanical controller 
can increase or decrease the draught as required. 

the firebox door hinges can be either on the 
right-hand or left-hand side.

a stone basket is also available for installing on 
the flue led from the top. it can provide more 
steam from higher up.

ACCESSORIES

stand for the wood-fired 
heater

stone basket for the flue
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MOTTI

Motti

COLOUR ALTERNATIvES 

a modern wood-fired heater for a home, summer 
cottage or sauna in the yard. the 60 kg of stones in 
the heater ensure rich steam, while the perforated 
front allows more versatile steam production.

Motti is available as a conventional wood-fired 
version, in addition to which you can choose a 
water tank for the heater for heating washing 
water together alongside the heater. the water 
tank can be installed either on the right-hand or 
left-hand side. the firebox door hinges can be 
either on the right-hand or left-hand side.

the flue connection of the heater is also either at 
the top or back. the standard 115 mm flue con-
nection makes installation easy.

ACCESSORIES

stand for the wood-fired 
heater

stone basket for the flue

the efficient three-channel combustion technol-
ogy is the best that modern wood-fired heaters 
can offer, both in terms of particle emissions and 
thermal efficiency. You can quickly heat up the 
heater to a suitable temperature and enjoy its 
versatile and rich steam. furthermore, the large 
mass of stones in the heater stores the heat, and 
you can enjoy the steam even after the fire has 
gone out.

a stone basket is also available for installing on 
the flue led from the top. it can provide more 
steam from higher up.

Blackstainless steel

Motti heaters with water tank: stain-
less steel and black. the black version 

also has a stone basket installed.

12–22 m3

49.2 cm

62.5 cm

84 cm

51.3 cm

11.5 cm

60 kg

DIMENSIONS AND WEIGHTS

size of sauna

Width

Width (with water tank)

height

depth

flue connection

amount of stones



a Modern Wood-fired heater for a hoMe 
and suMMer CottaGe.
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steadY heat With stYle

28 Mondex stone radiators
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MONDEX STONE RADIATORS

the surface temperature of stone is even, pleas-
ant and lower than in conventional radiators,  
a safety feature.

Quiet
our stone radiators were designed for the dis-
cerning customer. their structure and stone mass 
make them almost totally silent.

Interior decoration element
the natural stone surface suits design-conscious 
homes. there are plenty of stone surface alterna-
tives, allowing you to choose the one that suits 
the tones in your home. some of the stones in 
our range are also available in matt finish

Naturally soft heat
the mass of the stone radiator stores heat and 
emits it evenly. the surface temperature of stone 
is even, pleasant and lower than in conventional 
radiators, a safety feature.

Steady heat
the accurate electronic thermostat ensures that 
the temperature stays at exactly the set value.

How much heating power will you need?
it takes about 25 W/m³ to heat a well-insulated 
home. if the walls are made of non-insulated log, 
for example, a power of 40–50 W/m³ is required. 
see the table below for the size of stone radiator 
your home needs.

 Power W height cm  Width cm  Weight kg

 300  30  60  23

 600  30  80  32

 800  30  100  38

 1,000  30  120  47

 1,200  30  120  47

TECHNICAL SpECIFICATIONS

for the entire selection of stones, see 
www.mondex.fi/kivipatterit
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EMbEDDING COLLAR, TAHkO  
6.6 / 9.0 kW
- stainless steel, black
- inside diameter 39 cm
- outside diameter 50 cm
- required opening 44.6 cm

pLINTH, TAHkO
- for 6.6 / 9.0 kW heaters
- Presents the heater well from the 

bench structures
- rises the heater by 30 cm
- also available for the 10.5 kW model, 

raising it by 25 cm

EMbEDDING COLLAR, TAHkO 10.5 kW
- stainless steel, black
- inside diameter 42 cm
- outside diameter 54 cm
- required opening 49.5 cm

EMbEDDING COLLAR, RAkkA  
6.6 / 9.0 kW
- inside diameter 43 cm
- outside diameter 55 cm
- required opening 49 cm 

EMbEDDING COLLAR, RAkkA 10.5 kW
- inside diameter 56 cm
- outside diameter 68 cm 
- required opening 62 cm

EMbEDDING COLLAR, AURA
- stainless steel, black
- inside width 45.8 cm, outside width 

58.8 cm
- inside depth 15 cm, outside depth  

21.5 cm
- required opening: width 54.8 cm, 

depth 15.1 cm

EMbEDDING COLLAR, kALLA
- stainless steel, black
- inside width 41.5 cm, outside width 

57.5 cm
- inside depth 33.4 cm, outside depth 

41.5 cm
- required opening: width 50 cm, depth 

38 cm

EMbEDDING COLLAR, TENO
- stainless steel, black
- inside width 44.5 cm
- outside width 58.5 cm
- inside depth 31 cm
- outside depth 38 cm
- required opening: width 48.5 cm, 

depth 33 cm

EMbEDDING COLLAR FOR SOApSTONE 
HEATERS
- suitable for all soapstone heaters, 

because the depth can be reduced by 
50 mm

- stainless steel or antique silver
- inside width 44.5 cm, outside width 

57.5 cm
- inside depth 31 cm, outside depth  

37.5 cm
- required opening: width 51.5 cm, 

depth 34.5 cm

pLINTH, RAkkA
- rises the heater by 20 cm
- for 6.6 / 9.0 / 10.5 kW models

pROTECTIvE WALL, TAHkO
- stainless steel, black
- reduces the safety distance at the 

mantle by 75%
- thickness 3.5 cm

pLINTH, AURA
- rises the heater by 25 cm
- for 6.6 / 9.0 kW heaters

30
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pROTECTIvE RAIL, TAHkO
- for 6.6 / 9.0 kW heaters
- fixed on the heater mantle
- three parts form a complete circle, 

but the parts can also be purchased 
individually

-  Material: black alder

pROTECTIvE RAIL, kAIRA
- fixed on the heater mantle
- three parts form a complete circle, 

but the parts can also be purchased 
individually

-  Material: black alder

pAIR OF LEGS FOR 
SOApSTONE HEATERS
- rises the heater by 20-30 cm 

(adjustable)

CORNER MOUNTING bRACkET
- for ahti/ukko and louhi/hiisi heaters
- allows the heater to be installed in a 

corner

MONDEX HEATER STONES
- soapstone heater stones
- in packs of appr. 5 kg
- longer lasting, smoother and more 

humid steam.
- for surface stones in electrical and 

wood-fined heaters

LIGHT SET
- louhi and hiisi heaters
- 4 leds 
- forms a fan-shaped patterns of light 

behind the heater

pAIR OF LEGS FOR STONE HEATERS
- allows the stone radiator to be 

installed away from the wall and the 
radiator may, possibly, be mobile

STAND FOR THE WOOD-FIRED HEATER
- stainless steel
- Width 49.3 cm, depth 60 cm, height  

5.4 cm
- for example, for protecting a wooden 

floor when the heater is installed
- adjustable legs for easy installation

STONE bASkET FOR THE FLUE
- the stone basket also utilises the heat 

of the flue
- Can be installed on most flues
- heater stones smaller than 10 cm (in 

diameter)
- Basket diameter 25 cm
- height 40 cm

pROTECTIvE RAIL, RAkkA
- fixed on the vertical bars of the heater 

between the stones
- supplied as a whole circle
- Material: black alder

31



ELECTRICAL SpECIFICATIONS HEATER DIMENSIONS HEATER WEIGHT SAFETy DISTANCES (from inflammable 
material)

type Power  
kW 

voltage fuse Cable size of 
sauna 

m3

Width 
mm 

height 
mm 

depth 
mm 

adjust-
able legs 

mm 

total 
weight 

kg 

Weight of 
stones 

kg 

in the 
front 
mm 

to the 
sides 
mm 

in the 
rear 
mm 

above 
mm 

Minimum 
height of 

sauna mm

Tahko M/E

stainless steel, black 6.6 3n-400v 3x10 a 5x1.5s 6–9 320 850 320 30 90 80 100 100 100 770 1900

stainless steel, black 9.0 3n-400v 3x16a 5x2.5s 8–15 320 850 320 30 90 80 120 120 120 770 1900

stainless steel, black 10.5 3n-400v 3x16a 5x2.5s 12–22 370 1100 370 30 155 140 120 120 120 900 2000

kaira E (*)

stainless steel, black 6.6 3n-400v 3x10a 5x1.5s 6-9 335 1130 335 100 80/120 60/100 100 100 100 770 1900

stainless steel, black 9.0 3n-400v 3x16a 5x2.5s 8–15 335 1130 335 100 80/120 60/100 120 120 120 770 1900

rakka M/E

6.6 3n-400v 3x10a 5x1.5s 6-9 400 1100 400 30 140 130 100 100 100 770 2000

9.0 3n-400v 3x16a 5x2.5s 8–15 400 1100 400 30 140 130 120 120 120 770 2000

10.5 3n-400v 3x16a 5x2.5s 12–25 500 1100 500 30 210 200 120 120 120 900 2,000

kalla E

stainless steel, black 6.6 3n-400v 3x10a 5x1.5s 6–9 350 1030 304 100 100 80 100 100 0 950 2000

stainless steel, black 9.0 3n-400v 3x16a 5x2.5s 8–14 350 1030 304 100 100 80 120 150 0 970 2000

aura E

stainless steel, black 6.6 3n-400v 3x10a 5x1.5s 5–9 405 1010 310 80 90 70 100 0 0 770 2000

stainless steel, black 9.0 3n-400v 3x16a 5x2.5s 8–15 405 1010 310 80 90 70 120 0 0 770 2000

TEno M/E

stainless steel, black 6.6 3n-400v 3x10a 5x1.5s 6–9 420 630 290 – 55 40 100 100 0 900 1900

stainless steel, black 9.0 3n-400v 3x16a 5x2.5s 8–13 420 630 290  – 55 40 120 120 0 900 1900

kyMi M

stainless steel, black 6.0 3n-400v 3x10a 5x1.5s 5–7 370 550 310 – 45 30 80 100 0 980 1900

stainless steel, black 8.0 3n-400v 3x16a 5x2.5s 7–12 370 550 310  – 45 30 80 100 0 980 1900

ahTi & ukko M

ahti & ukko 6.0 3n-400v 3x10a 5x1.5s 5–8 420 750 250 150 50 41 300 70 0 900 1900

ahti & ukko 8.0 3n-400v 3x16a 5x2.5s 7–10 420 850 300 150 65 55 300 100 0 950 1900

ukko 10.5 3n-400v 3x16a 5x2.5s 9–15 500 970 350 150 90 70 200 70 0 990 2000

louhi & hiisi E

louhi & hiisi 6.6 3n-400v 3x10a 5x1.5s 5-9 420 860 300 150 80 65 300 50 0 920 1900

louhi & hiisi  9.0 3n-400v 3x16a 5x2.5s 7–13 420 860 300 150 80 65 300 50 0 970 1900

teChniCal sPeCifiCations of heaters

Premec oy  /  Kettukallionkatu 4  /  84100 Ylivieska  /  info@mondex.fi  /  www.mondex.fi

TECHNICAL SpECIFICATIONS HEATER DIMENSIONS HEATER WEIGHT SAFETy DISTANCES (from inflammable 
material)

type Power  
kW 

size of 
sauna 

m3

Width 
mm 

height 
mm 

depth 
mm 

flue 
connection 
diameter

adjustable 
legs 
mm 

firebox 
cover 
mm

Water 
tank 

volume l

total 
weight 

kg 

Weight of 
stones 

kg 

in the 
front 
mm 

to the 
sides 
mm 

in the 
rear 
mm 

above 
mm 

Minimum 
height of sauna 

mm

klapi

Klapi 13 8-16 460 750 460 115 30 8 – 122 70 500 250 250 1250 1900

MoTTi

Motti 22 12–22 492 840 513 115 30 8 – 140 60 500 300 300 1350 1900

Motti + water 
tank

22 12–22 625 840 513 115 30 8 20 145 60 500 300 300 1350 1900

Wood-firEd hEaTErs

* the safety distance of a heater with the outer jacket in place, embedded into a bench, is 4 mm at the penetration. the diameter of the installation opening 343 mm.  

 the safety distances are measured from the outer surfaces of the product.


